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1. Unpacking Your Tetron

Carefully open the packaging without using any sharp objects!

In the packaging you will find the following items:

» Wire arrangements for attaching the luminaire to the ceiling. (4 pcs)
* The Tetron Luminaire

* Remote Control Unit and holder

DTEC NOTE:
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Do not disassemble. Do not cut or replace the power cord, replacement may
be performed by authorized personal only. Tetron is for indoor use only
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2. Positioning Your Tetron
The height of the luminaire should be about 600 - 800mm above the working area. BTEC
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ATTACHMENT POINT

3. Preparing the mounting of Your
Tetron

AFTER unpacking the luminaire you can use the packaging as a guide

for marking the attachment points in the ceiling.

* Use the front part of the packaging and punch holes with a screw-

driver or similar.

* Position the cardboard lid where you want to mount the

luminaire, mark out the ceiling points

« Drill the holes for the attachment.
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4. Mounting Your Tetron in the ceiling

Use the provided mountings. You can also as the picture
show use a hook or if more suitable a carrier rail with a hook. BTEC
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5. Operating Your Tetron with
the remote control

Tetron comes with a remote control for all functions,
delivered with a wall mounted holder. When working with
light curing materials (composite), it can be an advantage
to decrease the daylight preventing the material to cure
too fast. Lowering the daylight in Tetron will also make it
easier to examine x-rays. The luminaire has two factory-
stored presets and when used the indicator is green.You
can modify these presets at any time: Set the desired light
mix. Hold buttons 1 or 2 for about 3 seconds. The
indicator on the luminaire flickers to indicate that the new
program has been stored.

Tetron comes with an auto function. If your Tetron has the
warm light in the middle sections, then dynamic daylight is a
function that changes the colour temperature between approx
4000-5700K automatically over time. By doing this, Tetron can
mimic some of the differences in light temperature that occurs
in nature. Even though the changes are very subtle, the
differences in colour temperature can stimulate your senses in
a similar way that the natural variations in daylight does
outdoors.

To activate the auto function, hold the uplight button for 3
seconds. As confirmation the led indicator on the luminaire will
flicker and then start glowing with a yellow pulsating light.

To deactivate, hold the uplight button 3 seconds again



Facts
» Voltage: 220-240 VAC 50-60Hz
* Power: 212W

CRI (Ra): 94

Light: 4550Lux/1.2m

BR160: 5700K

BR161: 5700K +3000K(dynamic light)

Dimmable

Remote control
Size: 1200 x 550 x 45 mm
Weight: 11 kg
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